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TOUR-2T
WIRELESS BIDIRECTIONAL RECEIVER FOR TOUR SYSTEM

DESCRIPTION

Wireless tour guide system and bidirectional point to multipoint transmission.

TECHNICAL CHARACTERISTICS
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Bidirectional wireless transmitter.

Bidirectional communication.

Can receive audio from any receiver, only one at a time will be heard in all the

receivers.

Control of bidirectional transmission.

Compact size, lightweight and resistant design.

Transmission to as many receivers TOUR-2R as you wish on the same channel.

16 channels, GFSK mono modulation.

Up to 4 channels can operate simultaneously.

Delay 22 ms.

Range 50 m.

Internal rechargeable battery, up to 20 hours use.

Simple and intuitive handling.

LCD screen, displays chosen channel, battery level and volume.

Automatic switch off system.

FEATURES

20-5,000 Hz
RESPONSE

Bidirectional communication switch

On/off and mute switch

Channel selection and volume control

CONTROLS

Mic./line with tie-clip microphone and earphone included, 3.5 mm jack
INPUTS

Rechargeable Li-ion battery, 3.7 V 600 mAh, micro USB B

Charging time 6 hPOWER SUPPLY

White
COLOUR

40 x 140 x 12 mm depth
DIMENSIONS

Earphone with microphone

LanyardACCESSORIES

TOURC-12: 12 receiver charging case

TOURC-35: 35 receiver charging case

TOURKS: receiver synchronizer

OPTIONAL
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