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SUBWOOFER SPEAKER
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DESCRIPTIONS
 The Veda Series II : VD-18S from VL Audio designed to deliver
an unprecedented combination of sound quality, portability and
durability at it’s price point. The subwoofers pack powerful low
frequency output into a surprisingly compact footprint and feature
tuned 20mm thick wood enclosures with a water based textured
coatings finish.
 
 The Veda Series II : VD-18S using 18” low-frequency transducer
employing a 302 (18”) voice coil and neodymium magnet motor
assembly. 

SPECIFICATIONS
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 FEATURE
 • 97dB Sensitivity, 132dB maximum SPL
 • System rating : 400W Continuous, 1600W Peak
 • Designed to work with Veda Series II system

Frequency response(-3dB)
Frequency range(-6dB)
Max. Calculated SPL

36Hz - 150Hz
30Hz - 200Hz
132dB

Woofer transducer
Sensitivity @1w/1m
Nominal impedance
Power handlind

18”, 4” V.C. (18FW100)
97dB
8Ω
400W (CONTINOUS), 1600 (PEAK) 

TRANSDUCER

Input connector
Output connector

V-Connect VC-S4FM (1+,1-)
V-Connect VC-S4FM (1+,1-)

INPUT/OUTPUT SECTION

Cabinet/Case material

Handles
Pole mount/Cap
Grille
Color

20mm. Plywood with water based
textured coatings
2 Side
Yes
Steel 1.4mm
Black

PHYSICAL SPECIFICATIONS

Height
Width
Depth
Weight

710mm
620mm
755mm
65kg

SIZE

Package height
Package width
Package depth
Package weight

775mm
685mm
810mm
65kg
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